
AUTOMATIC MACHINE FOR

BOTTOMS CONSTRUCTION

www.nouris.gr



DIMENSIONS:

BA ATURES:SIC FE

• Four (4) of high quality and precision stitching heads.
• Two automatic board feeders.
• Two automatic side board feeders.
• Four automatic feeders for battens.
• Quick and easy change of settings referred to stitches,

production and of other operations.
• High technology SERVO motors are used for the stitching

heads movement.
• Operator screen type of a 10’’ touch screen.
• Automatic stacking device at the exit.
• Security declarations EC.



  

 

TECHNICAL CHARACTERISTICS:
  

 

Total Power  10kW  

Current  3 Χ 380V±±±±10%-50Hz  
Air pressure  (min)  6bar  
Wire diameter

 
1mm

  
(No5)

 
Production

  
(max)

 
3600 Bottoms/hour

 
Weight

  
3000

 
kg

 

 

 

 

 

Aytomatic
Bottom stacker 

Fast change of
carriage.
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  BOTTOM DIMENSIONS:  
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e-mail: info@nouris.gr 

65 - 70 mm

28 - 32 mm

1.3 mm

min. 1.5 mm

3.5 - 5 mm

28 - 32 mm

min 1.5 mm
3.5 - 5 mm

Choosable chain step upon order :
350 mm or 450 mm

 

max 520 min 285 max 600 min 285
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SMA106-4 No of battens: max 4
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